
●● この度は変位センサアンプユニットCDA-DM2をお買い上げいただきましてありがとうございます。
●● お使いになる前に、この取扱説明書をよくお読みの上、正しくお使いください。
●● この取扱説明書をお読みになったあとは、いつでも見られるところに大切に保管してください。
●● 本製品の保証期間は、納入後1年間とします。ただし、天災などの災害、改造・修理に起因する場合は、対
象外とします。

安全にご使用いただくために
本機を安全にご使用いただくための注意事項を次のような表示と図記号で示しています。
ここで示した注意事項は、安全に関する重大な内容を記載しています。必ずお守りくださ
い。

安全に関する表示について

警告 取り扱いを誤った場合、軽傷・中程度の傷害を負うか、万一の場合には重傷や死亡に至
るおそれがあります。また、同様に重大な物的損害をもたらすおそれがあります。

注意 取り扱いを誤った場合、時に軽傷・傷害を負うか、あるいは物的損害を受けるおそれが
あります。

警告
本製品の分解、修理、改造、加圧変形、焼却は絶対に行わないでください。人体への障害・
火災の原因になることがあります。
本製品は防爆構造ではありませんので、引火性または爆発性ガスや液体の雰囲気中では
絶対に使用しないでください。引火による爆発、火災の原因になることがあります。
本製品の内部や周囲でエアダスターやスプレーなど、可燃性ガスを使用したスプレーを使
用しないでください。引火による爆発、火災の原因になることがあります。
本製品は次のような環境に設置しないでください。火災や故障や誤動作の原因になること
があります。
	 1. 塵埃、塩分、鉄粉、蒸気 (湯気) がある場所
	 2. 腐食性ガス・可燃性ガスのある場所
	 3. 油脂・化学薬品等の飛沫がかかる場所
	 4. 振動・衝撃等が激しい場所
	 5. 周囲温度が定格範囲を超える場所
	 6. 温度変化が急激な場所 (結露する場所)
	 7. 強電界・強磁界がある場所
	 8. 屋外や直射日光の当たる場所
本製品は工業環境以外で使用しないでください。他の環境で使用された場合、誘導及び放
射妨害を引き起こす可能性があります。
原子力、鉄道、航空、車両、医療機器、飲料・食料に触れる機器や特に安全が要求される
用途への使用を意図しておりません。それらの環境下では絶対に使用しないでください。
本製品は、安全を確保する目的で直接的または間接的に人体を検出する用途に使用できま
せん。人体保護用の検出装置として本製品を使用しないでください。
発煙等の異常が発生した場合
煙が出ている、異臭がする、異常音がする、本体が非常に熱くなるなどの異常が起こった場
合は、すぐに使用を中止し、センサの電源を切ってください。火災の原因になることがあり
ます。お客様による修理は危険ですので絶対になさらずに、当社営業窓口までお問合せく
ださい。

注意
●● ケーブルの配線やコネクタを着脱するときは必ず電源を切った状態で行ってください。通電中に着脱す
ると故障や感電の原因になります。
●● 電源投入時 (100ms) の過渡状態でのご使用は避けてください。出力が不安定となり、意図しない動作と
なる事があります。
●● 高圧線や動力線との配線は別配線としてください。誘導による誤動作や破損の原因となります。
●● 氷点下ではケーブルを屈曲させないで下さい。ケーブルが断線する可能性があります。
●● 本製品を落下させたり、強い衝撃を加えないで下さい。故障の原因になります。
●● 本製品や専用コントローラに配線を行う場合は、本書や指定の取扱説明書に従って正しく配線して下さ
い。配線を間違えると本製品やコントローラが故障したり誤動作することがあります。
●● コネクタを外した場合、コネクタ内の端子に触れたり、異物が中に入らないように注意して下さい。
●● 高電圧機器や動力機器、大きな開閉サージを発生させる機器、インバータモータ、溶接機等のノイズの
発生源となる機器からはできるだけ離して設置して下さい。
●● ケーブルを着脱するときは必ずコネクタ部を持って行い、ケーブルに余分な力を加えないで下さい。

取り扱い上のお願い
●● 使用目的や要求仕様、ご使用になる条件を十分確認の上、仕様範囲内で設置・使用してください。
●● 本取扱説明書に掲載されているハードウェア、ソフトウェアおよびシステムに関する情報等の掲載内容は、
技術の進歩などにより予告なしに変更されることがあります。
●● 本製品をご使用頂く場合、本製品の誤作動や故障により生命・身体・財産が侵害されることのないよう
に、お客様の責任において、お客様のハードウェア・ソフトウェア・システムに必要な安全設計を行うことを
お願いします。
●● 本製品を、大量破壊兵器の開発等の目的、軍事利用の目的、あるいはその他軍事用途の目的で使用しな
いでください。また、輸出に際しては、「外国為替及び外国貿易法」、「米国輸出管理規則」等、適用ある輸
出関連法令を遵守し、それらの定めるところにより必要な手続を行ってください。
●● 本製品のRoHS指令への適合性など、詳細につきましては当社営業窓口までお問合せください。本製品
のご使用に際しては、適用される環境関連法令を十分調査の上、かかる法令に適合するようご使用くだ
さい。お客様がかかる法令を遵守しないことにより生じた損害に関して、当社は一切の責任を負いかねま
す。
●● 商品個々のばらつきや、対象物の状態によって検出特性やデジタル表示値に違いが生じることがありま
す。

1. 付属品
開梱後、下記製品が入っていることを確認してください。

●　取扱説明書 (本書)●　CDA-DM2

2. 外形寸法図
単位 (mm)

φ5.8 7芯 2m ケーブル
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【M8コネクタ】

(1)

(4) (2)

(3)

ピン配置 機能
(1) DC12～24V ±10％
(2) RS-485 (B)
(3) 0V
(4) RS-485 (A)

3. 入出力回路図
本機の入出力回路は以下となります。
NPN/PNP出力は設定により切替可能です。

NPN出力設定時

0V（青）

外部入力 (紫)

制御出力 1(黒), 2(黄)

3. 3V

＋V (茶)

アナログ出力+ 1(白), 2(桃)

アナログ出力－ 1(シールド), 
                               2(シールド)

電源

内
部
回
路

PNP出力設定時
電源

0V（青）

外部入力 (紫)

制御出力 1(黒), 2(黄)

＋V (茶)

アナログ出力+ 1(白), 2(桃)

アナログ出力－ 1(シールド), 
　　　　　　　 2(シールド)

内
部
回
路

※�アナログ出力 (＋) / アナログ出力 (－) はシールドケーブルを使用しアナログ入力機器まで
ペアで配線してください。

4. 各部の名称

ヘッド用コネクタ

表示パネル

本体ケーブル

操作パネル

 B APWR

OUT1

OUT2

OUT3

電源表示灯

出力1表示灯

出力2表示灯
出力3表示灯

Bボタン

Aボタン

十字ボタン

表示パネル

表示灯
名称 色 表示
電源 緑/赤 緑点灯：電源ON

赤点灯：ヘッド通信異常
点滅　：省電力モード中

出力1表示灯 橙 点灯：出力1 ON状態
消灯：出力1 OFF状態

出力2表示灯 橙 点灯：出力2 ON状態
消灯：出力2 OFF状態

出力3表示灯 橙 点灯：出力3 ON状態
消灯：出力3 OFF状態

5. 基本操作
ボタンの種類と動作
ボタン形状 名称 画面上の表示 機能

Aボタン 短く押す (～2秒未満) 「確定」

長押し (2秒以上) 「設定終了」

Bボタン 「キャンセル」

上下ボタン 項目選択、値の増減

左右ボタン メニュー選択

画面イメージ
ｱﾝﾌﾟ用途設定
厚み上限閾値

1 0 0
△▽ 値増減　　  確定□

○ 戻る
桁変更△

 
▽

設定終了■

※�初回電源投入時には言語選択画面が表示されます。●
△▽で言語を選択し、□ (Aボタン) を押して言語を確定してからご使用ください。
※�使用言語は詳細設定メニューからいつでも変更が可能です。

6. 機能
省電力表示
全てのボタン操作が行われない状態が10分間継続すると設定、測定表示は消灯します。
この期間はPWR LED (電源表示灯) が1秒周期で点滅します。
いずれかのボタン操作で通常表示に復帰します、復帰操作はキーロック時にも可能です。

外部入力
外部入力にオフセット実行等の機能を割り付ける事が可能です。
割り付けた機能はCh1, Ch2のヘッドに同時に働きます。

高精度アナログ出力
CDA-DM2には16ビット分解能のアナログ出力を2回路搭載しています。
それぞれのアナログ出力は独立して任意に電圧、電流を切替可能で出力値も各チャンネル
測定値、演算結果を任意に指定可能です。
詳細に関してはCDAシリーズユーザーズマニュアルをご参照ください。

キーロック / キーロック解除
測定画面、または演算結果表示画面で○ (Bボタン) を長押し (2秒以上) するとキーロック状
態となります。
このとき、測定画面では画面下部に「キーロック中」と表示されます。
キーロック中に、○ (Bボタン) を長押し (2秒以上) するとキーロックが解除されます。

7. 接続可能機器
対応センサヘッド
●● 透過型エッジセンサ TD1シリーズ
●● コンパクトレーザ変位センサ CD22シリーズ (RS485通信タイプ)
●● 超高精度変位センサ CDXシリーズ
※�接続についてはそれぞれのセンサヘッドの取り扱い説明書を参照ください。

連結ユニット
●● 通信ユニット UC1シリーズ
●● 変位センサアンプユニット子機 CDA-S
※�接続についてはそれぞれのユニットの取り扱い説明書を参照ください。

8. 仕様
型式 CDA-DM2 (連結親機)

取り付け方法 DINレール取り付け
センサヘッド 最大接続数 2台

コネクタ M8  4ピン
通信方式 RS485準拠 (最大延長ケーブル長 10m)

表示 測定値・設定 ドットマトリックス 128×96画素　日本語/英語 選択可能
表示灯 電源：緑　出力：橙

I/O 外部入力 1系統 (Ch1, Ch2両チャンネルに有効)
制御出力 2系統 PNP / NPN 選択可能　オープンコレクタ DC24V/100mA以下　

残留電圧1.8V以下
アナログ出力 2系統 電圧 / 電流 選択可能

電流：4～20mA (最大負荷300Ω)
電圧：0～10V (出力インピーダンス100Ω)

定格 電源電圧  DC12-24V±10％
消費電流 120mA以下 (12V時) ※1

耐環境性 保護回路 逆接続保護、過電流保護
保護構造 IEC規格 IP50
使用周囲温度/湿度 –20～50℃ / 35～85% RH (氷結・結露なきこと)
保管周囲温度/湿度 –20～60℃ / 35～85%/RH (氷結・結露なきこと)
耐振動 10～55Hz、複振幅1.5mm、X, Y, Z各方向2時間
耐衝撃 500m/s2 (約50G) X, Y, Z各方向3回

材質 PC
質量 170g

※1：�センサヘッドへの供給分および連結使用時の子機供給分は含まず

●● 中国RoHSへの対応
中国RoHS (電器電子製品有害物質使用制限管理弁法) への対応は、以下を参照して
下さい。
https://www.optex-fa.jp/rohs_cn/

変位センサアンプユニット

0808880

CDA-DM2

取扱説明書

オプテックス・エフエー株式会社

本社	 〒600-8815 京都市下京区中堂寺粟田町91 京都リサーチパーク9号館	
TEL （075）325-2920　　FAX （075）325-2921

オプテックス・エフエー株式会社

https://www.optex-fa.jp

イーナ センサ

0800-170-1003
カスタマーサポートセンタ

フリーダイヤル



●● Thank you for purchasing the CDA-DM2 displacement sensor amplifier unit.
●● Before using this product, please read this manual carefully to ensure proper use.
●● Read this manual thoroughly, and then keep this manual at hand so that it can be used whenever necessary.
●● The warranty period of this product is one year after delivery. However, any fault attributable to natural disas-

ters or any other similar disasters or modification or repair will be excluded from the scope of the warranty.

Safety Precautions
Safety precautions for ensuring safe operation of this product are displayed as follows 
with the following symbols.
Precautions listed here describe important information about safety. Make sure to follow 
them accordingly.

Safety Symbols
WARNING Indicates that any improper operation or handling may result in moderate or minor injury, 

and in rare cases, serious injury or death. Also indicates a risk of serious property damage.

CAUTION Indicates that any improper operation or handling may result in minor injury or 
property damage.

WARNING
Do not disassemble, repair, modify, deform under pressure, or attempt to incinerate this 
product. Doing so may cause injury or fire.

This product is not explosion-proof and should not be used around flammable or explo-
sive gases or liquids. Doing so may cause ignition resulting in an explosion or fire.

Do not use air dusters or any spray that uses flammable gas around the product or on 
the inside of the product. Doing so may cause ignition resulting in an explosion or fire.

Do not install this product in any of the following locations. Doing so may cause a fire, 
damage, or a malfunction.
	 1. Locations where dust, salt, iron powders, or vapor (steam) is present.
	 2. Locations subjected to corrosive gases or flammable gases.
	 3. Locations where oil or chemical splashes may occur.
	 4. Locations where heavy vibrations or impacts may occur.
	 5. Locations where the ambient temperature exceeds the rated range.
	 6. Locations subject to rapid temperature changes (or where condensation occurs).
	 7. Locations with strong electric or magnetic fields.
	 8. Outdoor locations or locations subject to direct light.

Do not use this product in a non-industrial setting. Doing so may cause induction or 
radiation interference.

This product is not intended for use with nuclear power, railways, aviation, vehicles, 
medical equipment, food-handling equipment, or any application where particular safe-
ty measures are required. Absolutely do not use this product for any of these fields.

This product cannot be used in applications that directly or indirectly detect human bodies for the pur-
pose of ensuring safety. Do not use this product as a detection device for protecting the human body.

What to do in the event of a malfunction such as smoke being emitted from the product
If you detect any malfunction including emission of smoke, abnormal smells or sounds, or 
the body becoming very hot, immediately stop operating the product and turn off the sensor 
power. Failure to do so may cause a fire. Repairing the product is dangerous and should in no 
way be performed by the customer. Contact an OPTEX FA sales representative for repairs.

CAUTION
●● Make sure to turn the power off before wiring the cable or connecting/disconnecting the connector. 

Connecting or disconnecting while energized may damage the product or cause electric shock.
●● Avoid using the transient state while the power is on (100 ms). Output could become unstable, 

causing unexpected operation.
●● Do not wire with high voltage cables or power lines. Doing so may cause malfunction or damage by induction.
●● Do not bend the cable when below the freezing point. This may cause the cable to break.
●● Do not drop the product or subject the product to strong impacts. Doing so may damage the product.
●● Follow the instructions in this manual or the specified instruction manual when wiring the product 

or the dedicated controller for the correct wiring method. Incorrect wiring can damage the prod-
uct or the controller, or cause a malfunction.

●● When disconnecting the connector, be careful not to touch the terminals inside the connector, 
and do not allow foreign objects to enter the connector.

●● Install this product as far away as possible from high-voltage equipment, power equipment, equipment that 
generates large switching surges, inverter motors, welders, or any equipment that can be a source of noise.

●● When connecting or disconnecting the cable, make sure to hold it by the connector portion, and 
do not apply excessive force to the cable.

Handling Precautions
●● After carefully considering the intended use, required specifications, and usage conditions, install 

and use the product within the specified ranges.
●● All specifications may be changed without notice.
●● When using this product, it is the responsibility of the customer to ensure necessary safety designs 

in hardware, software, and systems in order to prevent any threat to life, physical health, and prop-
erty due to product malfunction or failure.

●● Do not use this product for the development of weapons of mass destruction, for military use, or for any 
other military application. Moreover, if this product is to be exported, comply with all applicable export 
laws and regulations, including the "Foreign Exchange and Foreign Trade Act" and the "Export Ad-
ministration Regulations," and carry out the necessary procedures pursuant to the provisions therein.

●● For more details on conformity to the Restriction of Hazardous Substances Directive for this prod-
uct, please contact an OPTEX FA sales representative. Before using this product, fully examine the 
applicable environmental laws and regulations, and operate the product in conformity to such laws 
and regulations. OPTEX FA does not assume any responsibility for damages or losses occurring as 
a result of noncompliance with applicable laws and regulations.

●● Detection characteristics and digital display values may vary depending on the state of the target 
object and variations among individual products.

1.  Included Accessories
Confirm that the following accessories are included in the box.

• This instruction manual• CDA-DM2

2.  Dimensions

Unit (mm)

ø5.8, 7-wire 2 m cable
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[M8 connector]

(1)

(4) (2)

(3)

Pin No. Function
(1) 12 to 24 VDC ±10%

(2) RS-485 (B)

(3) 0 V

(4) RS-485 (A)

3.  I/O Circuit Diagram
The input/output circuits of this unit are as follows.
Use the settings to switch between NPN and PNP outputs.

With the NPN output setting

0 V (blue)

External input (purple)

Control output 1 (black), 2 (yellow)

3.3 V

(+) V (brown)

Analog output (+)  1 (white), 
 2 (pink)

Analog output (-)  1 (shielded), 
 2 (shielded)

Power supply
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irc
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With the PNP output setting
Power supply

0 V (blue)

External input (purple)

Control output 1 (black), 
 2 (yellow)

(+) V (brown)

Analog output (+) 1 (white),
 2 (pink)

Analog output (-) 1 (shielded),
 2 (shielded)
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al
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irc

ui
t

* �Use shielded cables for analog output (+) and analog output (-), and wire as a pair up to 
the analog input device.

4.  Part Names

Head connector

Display panel

Main unit cable

Operating panel

B APWR

OUT1

OUT2

OUT3

Power indicator

Output 1 indicator

Output 2 indicator

Output 3 indicator

B button

A button

Arrow buttons

Display panel

Indicators
Name Color Indication

Power supply Green/Red Green: Power on
Red: Head communication error
Flashing: In power-saving mode

Output 1 indicator Orange Lit: Output 1 ON
Not lit: Output 1 OFF

Output 2 indicator Orange Lit: Output 2 ON
Not lit: Output 2 OFF

Output 3 indicator Orange Lit: Output 3 ON
Not lit: Output 3 OFF

5.  Basic Operations

Button types and operations
Button shape Name On-screen display Function

A button Quick press (less than 2 sec.): “Set”

Long press (2 sec. or more): “Finish”

B button “Cancel”

Up/down buttons Select item; Increase/decrease value

Left/right buttons Select menu

Screen image
AMP APP Settings
Upper Limit

1 0 0
△▽ Change Value Set□

○ Back
Select Digit△

 
▽

Finish■

* �The language selection screen is displayed when the power is turned on for the first time.  
Use △/▽ to select the desired language, and press □ (A button) to confirm the 
selection.

* �The language can be changed at any time from the “Expert Mode” menu.

6.  Functions

Power-save display
If no button operation is detected for 10 minutes, the settings and measurement displays 
will turn off.
During this period, the PWR LED (power indicator) will flash every second.
Pressing any button will return the display to normal. Return operation is also possible 
when the keys are locked.

External input
Functions such as offset execution can be assigned to external inputs.
Assigned functions will work simultaneously on the Ch 1 and Ch 2 heads.

High-accuracy analog output
The CDA-DM2 is equipped with two 16-bit resolution analog output circuits.
The voltage and current for each analog output can be independently switched as de-
sired, and output values can be specified as measurement values or calculation results 
for each channel as desired.
For details, see the CDA series user’s manual.

Key lock/unlock
Press and hold ○ (B button) for at least 2 seconds on the measurement screen or calcu-
lation results display screen to lock the keys.
While the keys are locked, “Key Locked” is displayed at the bottom of the measurement 
screen.
Press and hold ○ (B button) again for at least 2 seconds to unlock the keys.

7.  Connectable Devices

Compatible sensor heads
●● TD1 series through-beam edge sensor
●● CD22 series compact laser displacement sensor (RS-485 communication type)
●● CDX series ultra high-accuracy laser displacement sensor

* �For connection details, see the instruction manual for the specific sensor head.

Communication units
●● UC1 series communication unit
●● CDA-S displacement sensor amplifier unit (slave unit)

* �For connection details, see the instruction manual for the specific unit.

8.  Specifications
Model CDA-DM2 (Master unit)

Mounting method DIN rail mounting

Sensor head Max. number of 
connections

2 units

Connector M8, 4-pin

Protocol RS485-compliant (max. length of extension cable: 10 m)

Display Measurement value/
setting

128 × 96 dot matrix display; Japanese/English (selectable)

Indicators Power: Green, Output: Orange

I/O External input 1 input (enabled for Ch 1 and Ch 2)

Control output 2 outputs, PNP/NPN selectable; Open collector; 24 VDC / 
100 mA or less; Residual voltage: 1.8 V or less

Analog output 2 outputs, voltage/current selectable
Current: 4 to 20 mA (Max. load: 300 Ω)
Voltage: 0 to 10 V (Output impedance: 100 Ω)

Ratings Supply voltage  12 to 24 VDC ±10%

Current consumption 120 mA or less (at 12 V) *1

Environmental 
resistance

Protection circuit Reverse connection protection,overcurrent protection

Degree of protection IEC standard, IP50

Ambient temperature/
humidity

−20 to +50°C / 35 to 85% RH (no freezing or condensation)

Storage temperature/
humidity

−20 to +60°C / 35 to 85% RH (no freezing or condensation)

Vibration resistance 10 to 55 Hz; double amplitude 1.5 mm; 2 hours in each of the 
X, Y, and Z directions

Shock resistance 500 m/s2 (approx. 50 G); 3 times in each of the X, Y, and Z 
directions

Material PC

Weight 170 g

*1:�Does not include current supplied to any connected sensor head or slave unit.

●● Support for the China RoHS directive
For details on the support for the China RoHS directive, see the following website.
https://www.optex-fa.jp/rohs_cn/
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